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STRONG STAGE STRONG STAGE 

FIX MOTOR CONTROLFIX MOTOR CONTROLFIX MOTOR CONTROL   

SpecificationsSpecifications  

Weight 

Dimensions 

 

 

Exterior finish 

Power supply 

1.4 Kg. (Digi 1,6,12) // 2 Kg. (Digi 24) 

245x90x70 mm (Digi 1) 

245x110x60 mm (Digi 6 y 12) 

360x110x60 mm (Digi 24) 

Black colour 

MOTOR DIGI BOX  

References: References:   03000112 / 0300011103000112 / 03000111  
      03000104 / 0300010803000104 / 03000108 

Electronic control through microprocessor 

Signal RS-485 

Power supply connector XLR-7 

Safety key 

Other characteristics: 

MOTOR DIGI 1 // MOTOR DIGI 6 // MOTOR DIGI 12 // MOTOR DIGI 24MOTOR DIGI 1 // MOTOR DIGI 6 // MOTOR DIGI 12 // MOTOR DIGI 24MOTOR DIGI 1 // MOTOR DIGI 6 // MOTOR DIGI 12 // MOTOR DIGI 24   

Motor remote control for 1 // 6 // 12 // 24 motorsMotor remote control for 1 // 6 // 12 // 24 motorsMotor remote control for 1 // 6 // 12 // 24 motors   

Motor Digi 1 // 6 // 12 // 24 are lightweight controllers. 

Up to 24 motors can be controlled only with a few 

pushbuttons. 

Pushbutton for selecting motor, up, stop and down. 

Pushbutton for making system RUN. 

Emergency pushbutton for total stop. 

On/off key for avoiding undesired manipulations. 

They have a support to be fixed on a wall. 

They are used for controlling motors which work with 

MOTOR DIGI BOX or MOTOR DIGI RACK 6-1CV or 6-

2CV. 

Strong Stage recommends using these products to 

control Prolyft motors. 
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