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STRONG STRONG 

Weight 

Dimensions 

Exterior finish 

Power supply 

C/ Potosí 40  08030 Barcelona Spain    
Tel.  (0034) 93 360 02 30  Fax. (0034) 93 274 47 47  Email: strong@strong.es 

Address: 

1.2 Kg. 

165x150x65 mm  

Blue and black colours 

Single-phase 230V 50Hz 

Reference: Reference:   2400004924000049 

Power absorbed 10W  

Safety fuse 5x20 0,5 A. 

Digital output signal DMX-512 (1990) 

Digital output connector XLR-5 pins  

Analogue output signal 0/+10, 6 channel  

Analogue output connector SUBD-9 

Other characteristics 

ENG 

LIGHTING CONTROL LIGHTING CONTROL LIGHTING CONTROL --- MANUAL DESKS MANUAL DESKS MANUAL DESKS   

MICRO NOCTURNEMICRO NOCTURNEMICRO NOCTURNE---6 DMX6 DMX6 DMX   

SpecificationsSpecifications  

SixSixSix---channel regulation panelchannel regulation panelchannel regulation panel   

Six-channel lighting regulation panel, usually 

used in background applications where few cir-

cuits are required. 

Signal outputs can be either digital by means of 

DMX-512 (1990) or analogue 0-10V DC. 

Six channels preset + Grand master + Six flash 

push buttons  

Power supply is incorporated. 

Finished in iron plate painted with head-dried 

epoxy. 


