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STRONG STAGE STRONG STAGE 

FIX MOTOR CONTROLFIX MOTOR CONTROLFIX MOTOR CONTROL   

SpecificationsSpecifications  

Dimensions 

Exterior finish 

Power supply 

250x270x70 mm 

Black colour 

Single-phase 230V 50Hz 

Reference: Reference:   0300007803000078  
      0300007603000076 

Power supply connector (Touch Control): 

Socapex (12 contacts) 

Interface communication through CAN  

Signal connector: RJ-45 

  

Other characteristics: 

DIGI PLUS NETBOX // DIGI PLUS POWERBOXDIGI PLUS NETBOX // DIGI PLUS POWERBOXDIGI PLUS NETBOX // DIGI PLUS POWERBOX   

Power Supply for Digi Plus Touch Control and Digi Plus Basic ControlPower Supply for Digi Plus Touch Control and Digi Plus Basic ControlPower Supply for Digi Plus Touch Control and Digi Plus Basic Control   

DIGI PLUS NETBOX is the power supply of Digi 

Plus Touch Control or Digi Plus Basic Control. 

DIGI PLUS POWERBOX only supplies power to 

Digi Plus Basic Control. They must be installed 

near the location of the command. 

Connection to Touch Control via a 12-pin Socapex 

connector. Signal and Power are sent through the 

same hose. 

Communication with Motor Digi Plus through CAN 

bus and RJ45 connector. 

In one installation there can be installed as many 

Digi Plus Netbox as they are required depending on 

where is intended to connect Digi Plus Touch 

Control. 

A switch-on-and-off key is included. 


