
ARCHITECTURALARQ SERIE

ENGLISH

Arq 2 / 4 / 8 Keys
� Panel de control de 2, 4 ú 8 pulsadores para sistema Arq.
� Permite lanzar ó anular 2, 4 y 8 presets respectivamente.
� Incorpora pulsador de blackout.
� Interfase con los otros elementos de la red a través de bus CAN.
� Número máximo de elementos en la red: 32 , incluyendo los del tipo

Arq Faders.
� Medidas 130 x 75 x 35 mm.

Arq Master
� Control and programming panel with display.
� Allows to control up to 128 channels.
� Can define up to 128 presets with the mentioned channels and with
fade times.
� Blackout pushbutton included.
� Interface with the other network elements by CAN bus.
� Maximum number of elements in the network: 1.
� DMX output to the dimmers for power control.
� Measurements 230 x 130 x 35 mm.

Arq Faders
� Control panel with 8 channels potentiometer and one master.
� Potentiometer for adjusting the input and output times of the presets.
� 8 pushbuttons for launch and cancel the previously recorded presets.
� Blackout pushbutton included.
� Interface with the other network elements by CAN bus.
� Maximum number of elements in the network: 4.
� Measurements 230 x 130 x 35 mm.

Power supply

220V 50Hz Power supply that supplies 12V 1 Amp for the architectural
lighting system ARQ.
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ARQ is a programmable system for controlling environmental light, indicated to install in theatres, hotels, buildings,
museums, auditoriums, etc... This systems allows to reset all the lighting system, depending on the requirement
of each moment.


